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UNLESS OTHERWISE SPECIFIED:
ALL DIMENSIONS ARE IN INCHES

TOLERANCES

DECIMALS ANGULAR

.X    – –   °

.XX   –

.XXX  –

SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5
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F1-APS ID FILTER
FRAME, FILTER 1

1:1

1 1 D

.030 [.762]

.010 [.254]

.005 [.127]

.25

125

OFHC GRADE 1
PER ANL SPEC. #B 170

PJE 6/93

C. BRITE 11/93

C. BRITE 8/93

C. BRITE 11/93

D. SHU  01/94

T.M. KUZAY  01/94

.56 [14.22]

1.063 [27.00]

2.126 [54.00]

3.189 [81.00]

.195 [4.95] 3.150 [80.01]

1.02 [25.91] 1.500 [38.10]

.125 [3.18]

(.394 [10.00])

.25 [6.35]

.51 [13.00]16

3.54 [89.92]

.890 [22.61]

3X .394 [10.00]1.950 [49.53]

3.020 [76.71]

1.09 [27.69]

1.063 [27.00]

2.126 [54.00]

4.16 [105.66]

.35 [8.89] 2.835 [72.00]

.14 [3.56]

R .25 [6.35]

2X

HELI-COIL #
1185-04CNV2801

HELI-COIL INSERT, FREE RUNNING, SILVER FINISH
#4-40 UNC-2B x .28 LG. STAINLESS STEEL

18-8
6

INSTALL HELI-COIL INSERT     BELOW SURFACE.
#4-40 UNC-2B

THIS SIDE AS SHOWN.
6X

1

#6-32 UNC-2B

INSTALL HELI-COIL INSERT     BELOW SURFACE.
THIS SIDE AS SHOWN.
8X

2

Ø          x .16 [4.06]
.125 [3.18]
.129 [3.28]

10X AS SHOWN

Ø.154 [3.91] THRU
Ø2.66 [6.76]    x .165 [4.19]

8
18-8

STAINLESS STEEL#6-32 UNC-2B x .21 LG.
HELI-COIL INSERT, SCREW LOCK, SILVER FINISH

3585-06CNV207
HELI-COIL #

2

R .02 [.50] MAX.

12X

.180 [4.57]

(.16 [4.06])

R .03 MAX

[f,.001]

4X .262 [6.65]

FULL R

4X .262 [6.65]

.427 [10.84]

1.490 [37.85]

2.553 [64.85]

3.616 [91.85]

3.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

NOTES:

1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
ANL DOCUMENT #410201-00095. HELI-COIL DIVISION

SHELTER ROCK LANE
DANBURY, CN  06810
PHONE: (203)-743-7651

SOURCE:
SUGGESTED

FAX: (203)-798-2540
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1

1

4.375 [111.11]

4.56 [115.82]

2X

1.14 [28.96]1.25 [31.75]

.875 [22.22]1.331 [33.81]

2.835 [72.00]


